Historic, Archive Document

Do not assume content reflects current scientific knowledge, policies, or practices.
TO THE

AMERICAN FARMER
AND DAIRYMAN

We take pleasure in submitting this illustrated circular which contains a complete description of the BOSS CREAM SEPARATOR.

The constantly increasing demand for the Boss Cream Separator is ample proof that our efforts to supply the Farmer and Dairyman with a first class separator have been appreciated.

Thousands of wide awake American farmers have investigated the Boss Cream Separator, tried it, proved it, and would not do without it.

Owing to the high favor with which the Boss Cream Separator is received by the public, various parties with no reputation of their own have placed upon the market a line of Separators in imitation of it. We therefore caution those who are desirous of purchasing the genuine and original Boss Cream Separator to be on their guard and send all orders and communications direct to us or our authorized agents.

CLOVIS & GAGE
SHENANDOAH, IOWA.
The Separator can be Taken Apart and Put Together in a Moment's Time.

The Single Sight Glass to observe the cream is placed in an opening in the can attachment, above the faucet.

The faucets for drawing off the milk and cream are large, made of brass, coated with white nickel, and can be easily taken apart and cleaned.

The Cover for the milk vessel is well ventilated and if turned upside down will make a desirable strainer.

The Milk Vessel is placed inside of the water vessel and is surrounded by water, also water beneath it, and being narrow and deep, it affords sufficient cooling surface to chill the milk and cream in a short time.

Each Separator is handsomely finished and is coated with aluminum paint, which is the best rust preventive known.

Whether you make your own butter or sell your cream to the city or creamery, make no difference; you cannot afford to be without a Boss Cream Separator.

CAN I AFFORD TO BUY A CREAM SEPARATOR? IS NOT THE QUESTION. THE REAL QUESTION IS: CAN I AFFORD TO BE WITHOUT ONE?
A FEW POINTS

1. Do not confound the Boss Cream Separator with that cheap kind in which the diluting system is practiced.
2. Milk and water are not mixed.
3. It is the most complete device for handling your milk summer and winter.
4. Sulphur water will not taint the milk or cream as it does with a mixer.
5. You can draw pure, sweet and undiluted milk at any time and it will not disturb the cream.
6. Having pure, sweet and undiluted skim milk to feed to calves and pigs, will in point of value soon pay for the cost of a Separator.
7. It occupies but small space.
8. It is easily kept clean as there are no corrugations, center tubes or stand pipes to contend with or complicated machinery to take apart and wash.
9. It will save all can lifting, skimming and washing of crocks.
10. No crank is needed.
11. By the use of the Boss Cream Separator more cream is obtained than can be skimmed from crocks and pans, in fact the farmer can more easily do without a mower or binder or his wife without a sewing machine than without it.

DESCRIPTION

The Boss Cream Separator is a combination of two or more vessels—a water vessel and one or more milk vessels—fastened together with our patent can attachment.

The Water Vessel is made of the best quality of galvanized iron and is provided with a faucet at the bottom and an overflow pipe at the top.

The Milk Vessel is made of the best quality tin plate. It is also made in copper heavily coated with tin on the inside. In shape it is oblong and deep, with a sloping bottom so that the milk and cream will drain off rapidly. All seams are carefully soldered on the inside and outside so that there is no chance for the milk to lodge and sour.

Our Patent Can Attachment is the simplest and most positive attachment on the market. With a galvanized thumb-nut at each end, we have an adjustable fastener that clamps the two vessels together and makes them perfectly water tight. All shrinkage of the rubber washer can be readily taken up.

The Milk Faucet used on the Boss Cream Separator is made of Brass, and heavily coated with white nickel. The inside is drilled out, which makes it as smooth as glass so that milk or cream will not stick to it. It consists of only two parts and can easily be cleaned. No rubber washers are required with it.

DIRECTIONS

Place Separator where it is protected from sun and wind, any clean, cool, shady place in summer, and any cool wholesome place in winter.

The Separator should be placed in a box shelf or stool high enough so that a bucket can be set under the faucets.

If the entire Separator is to be used as cold water first then strain the milk into the milk vessel, using the lid for a strainer by turning it up side down. Then place a piece of cloth over the milk vessel and leave it off for an hour, which will allow the animal heat and odor to escape more readily.

The milk should be strained into the Separator as quickly as possible, using the can attachment that is on the opening and it is ready to lift out. To replace the liner can simply reverse the operation. Always put a small amount of tallow or grease of any kind on the thread of the milk faucet before screwing it into the attachment.

Screw it with your hand as far as it will readily go on. This is that in necessitates the use of wrench.

Never use a wrench on part of faucet in which plunging as this will cause it to leak in almost every instance.

If a wrench is necessary to remove faucet use the cutters provided. Where the weather is cold the water need be changed only often enough to keep it fresh.

After a complete separation has taken place, which ordinarily requires from four to six hours, though it is advisable to leave it in from four hours in the summer, first draw off the water, then draw off the skim milk. Watch the sight glass and you can readily see when

The skin-milk is all drawn off, when this is done close the faucet, set the cream vessel under it and draw off the cream. When drawing off the skin-milk do not wait until the cream begins to run out, a small amount of skin-milk in white cream will do no harm.

To wash milk vessels, first rinse out thoroughly with cold water, then wash thoroughly with hot water, wipe dry and it will be ready for use. It is not necessary to take the Separator apart to wash the milk vessel, but it should be taken apart occasionally and the water aperture thoroughly cleaned, otherwise the milk vessels in which the milk vessel is not removable.

To detach inner can, unscrew the milk faucet and thumb nuts and remove outer parts. Then take the can attachment through the opening and it is ready to lift out. To replace the can, simply reverse the operation. Always put a small amount of tallow or grease on any kind on the thread of the milk faucet before screwing it into the attachment.

It matters not how many cows you keep, it is an economy for you whether you milk one or a dozen.

ALL BOSS CREAM SEPARATORS ARE GUARANTEED TO BE AS REPRESENTED